	Question 1
	
	2 / 2 points


Which command do you issue at the Command Prompt on your laptop to obtain your IP address?
	
	ipaddr

	
	configip

	
	ifconfig

	
	ifconfig

	
	ipconfig

	Question 2
	
	2 / 2 points


What is the primary purpose of the ping utility? Select the most correct answer.
	
	It is used to test layer 3 connectivity to the interface on another network device.

	
	It is intended to be used with Wireshark. 

	
	It is used to generate an alert tone on a remote device.

	
	It is used to check if the default gateway has been configured.

	
	It is part of the icmp suite of utilities.

	Question 3
	
	2 / 2 points


Which of the following statements is true about Local Area Networks? (select two)
	
	LANs use several types of media including wireless, copper wire and fiber optics to connect network devices.

	
	Bluetooth is an example of a Local Area Network.

	
	LANs typically connect devices within a small geographic area such as a building.

	
	LANs typically connect devices across a large geographical area such as a across the country.

	
	LANs are networks which connect other networks.

	Question 4
	
	2 / 2 points


An interface on Router A is connected to an interface on Router B. What is Router A's default gateway? Select the most correct answer.
	
	It is the IP Address of Router B. 

	
	It is the IP address of Router B's connected interface. 

	
	It is the IP address of Router A's interface.

	
	The default gateway is only used when the actual gateway has not been configured. 

	
	It is a Virutal Address used for Routing purposes

	Question 5
	
	3 / 3 points


A network consists of end-devices, network devices and media. Select the end devices from the following list.  (select three)
	
	Laptop Computer

	
	Ethernet Switch

	
	Router

	
	Printer

	
	Wireless Phone

	Question 6
	
	2 / 2 points


What is the difference between a dynamic IP address and a static IP address? Select the most correct answer.
	
	A dynamic IP address is obtained from a DHCP server whereas a static IP address is manually configured.

	
	A dynamic IP address requires the use of DNS whereas a static IP addresss requires the use of DHCP.

	
	A dynamic IP address is always obtained from the connected router whereas a static IP address is manually configured.

	
	A dynamic IP address is manually configured whereas a static IP address is obtained from the DHCP server.

	
	A dynamic IP address is of the form 169.254.x.x whereas a static IP address is in the form of X.X.X.X where X a decimal value between 0 and 255.
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